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Description: Quantity: Articel no.

Towers
Theodor 1 - Unpainted Wood (Exterior), Unpainted Wood (Edge) 1 ORG4001BY
Theodor 6 - Unpainted Wood (Exterior), Unpainted Wood (Edge) 1 ORG4006BY
Up & Downs
Ladder (900) 1 ORG4131XB
Net ladder wide (900) - Rope Black RAL 9005 (Rope) 1 ORG4116XB
Net (1500) - Rope Black RAL 9005 (Rope) 1 ORG4105XB
Banister bars (1500) 1 ORG4124XB
Gables
Rooftop gable w door - Unpainted Wood (Exterior) 1 ORG4017BB
Top gable w door - Unpainted Wood (Exterior) 1 ORG4018BB
Accessories
Gong 1 ORG4410XB
Bridges
V-bridge sloping (900-1500) - Rope Black RAL 9005 (Rope) 1 ORG4202XB
Parts
Concrete (m3) 1,92
Rubber TD (m3) 2,51

Description: Quantity: Articel no.

Rubber EPDM (m3) 0,49
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Description: Quantity: Articel no.

Towers
Theodor 1 - Unpainted Wood (Exterior), Unpainted Wood (Edge) 1 ORG4001BY
Theodor 6 - Unpainted Wood (Exterior), Unpainted Wood (Edge) 1 ORG4006BY
Up & Downs
Ladder (900) 1 ORG4131XB
Net ladder wide (900) - Rope Black RAL 9005 (Rope) 1 ORG4116XB
Net (1500) - Rope Black RAL 9005 (Rope) 1 ORG4105XB
Banister bars (1500) 1 ORG4124XB
Gables
Rooftop gable w door - Unpainted Wood (Exterior) 1 ORG4017BB
Top gable w door - Unpainted Wood (Exterior) 1 ORG4018BB
Accessories
Gong 1 ORG4410XB
Bridges
V-bridge sloping (900-1500) - Rope Black RAL 9005 (Rope) 1 ORG4202XB
Parts
Concrete (m3) 1,92
Rubber TD (m3) 2,51

Description: Quantity: Articel no.

Rubber EPDM (m3) 0,49
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